
Specifications  

C-03 
3/8" 

0.3 ～ 8.0 kgf/ 2cm

-10℃ ～ 80℃ 

1/8" 1/4" 

10m 2m

17g

38m 2m

46g

56m 2m

82g

8 kgf/ 2cm

C-02 C-01 C-04 
1/2" 

23m 2m

27g

Model
Port size

Body material          

Fluid                 

Sectional area            

Operating pressure range

Max.operating  pressure

Ambient temperature

Net weight

Aluminum alloy

 Compressed air

Dimensions

Specifications  

Features

Port size

Fluid                

Sectional area            

Operating pressure range

Max. operating  pressure

Ambient temperature

Model

Specifications  

SV-01 SV-02 

0 ～ 9.9 kgf/ 2cm

-10℃ ～ 80℃ 

1/8" 1/4" 

3.8m 2m 6m 2m

10 kgf/ 2cm

SV-03 
3/8" 

SV-04 
1/2" 

38m 2m 48m 2m

Body material          Aluminum alloy

  Compressed air

Dimensions

How to order

Features

6-4 6-5

2-Port "R"
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14.0

14.0

40.0

C-01

17.0

17.0

50.0

1/4"

C-02

21.0

21.0

50.0

3/8"

C-03

25.0

25.0

63.0

1/2"

C-04

C-01, 02, 03, 04

SV-01, 02

G2-Port "R"

H

2-F
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D
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SV-03, 04

SV-01

SV-02

SV-03

SV-04

R

1/8"

1/4"

3/8"

1/2"

A

24.5

24.5

38.0

38.0

B

35.0

35.0

52.0

52.0

C

25.5

25.5

32.0

36.0

D

54.0

54.0

72.8

80.5

E

4.5

4.5

4.8

5.5 φ5.5

F

φ5.5

φ4.5

φ4.5

G

15.8

19.0

24.0

28.0

M12.0xP1.0

M12.0xP1.0

M18.0xP1.25

M22.0xP1.25

H

SPEED CONTROL VALVES 
(PRECISE TYPE)

Symbol

＊SV series valves provide

    finest control of piston speed for cylinders.

N

Thread

N
PS

NPT
Blank

01

Port size

01 1/8"

03 3/8"
04 1/2"

02 1/4"

SV

Speed control valve 
(Precise type)

A
C

C
E

S
S

O
R
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S

A
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C
E

S
S

O
R
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S
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CHECK VALVES

Model

Symbol

＊Check ball mechanism 

    allows fluid go through in one direction.

N

Thread

N
PS

NPT
Blank

01

Port size

01 1/8"

03 3/8"
04 1/2"

02 1/4"

C

Check valve

Model




